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As you know, from many recorded documents, including the plat of your lot, soils report
of the Planned Unit Development, the Ironbridge Property Owner’s Association, Design
Guidelines, the soils in Ironbridge are hydro-collapsible. In basic terms, when the soils
are over-watered or drainage is allowed to pool for a lengthy time any place in your
yard, settlement can occur over time and your foundation, driveway, porch or yard may
settle. There have been several settling occurrences in Ironbridge, some minor and
several severe. To aid you in caring for you lot and home, please note the following
Rules and Requirements:

Please note that the homeowner is responsible for maintaining their entire lot. This
includes the area from the back of the curb to the front property line and within side and
rear lot lines are the responsibility of the Owner.

DRAINAGE

Maintenance of all gutters, downspouts, area drains

Gutters must discharge a minimum of 5’ from the foundation
Drainage swales must maintain a 3-5% grade

Underground drainpipes must be kept clear of debris

Do not let water pool in the drainage swales of your property
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IRRIGATION
1. Sod or spray irrigation is not allowed within 10’ of your foundation, including
patios. Drip irrigation is allowed.
2. Do not over water any place on your lot. If your lawn or planted areas are soggy
at any time, then you are over-watering.
3. Hose bibs must have a 12"x12” catch drain below them



